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New cobble bund and posts to north perimeter

New kerb line

kerbs to radius.

Dropped and dropper

Extg bin repositioned.

+ P EL HA M PL AC E Motorcycle parking area formed

Adjust cobble bund level around
Omxﬁ inspection covers
area paved - see Note 7.
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Extg Blocks to be cleaned and reused from extg m/c area.
200x100x65 concrete block paviors laid in 90°
herringbone pattern on 50mm deep sand/crushed rock
bedding.

50-75mm kidney flint cobbles contoured approx 350mm
above adjacent levels over 1200mm. Stones set in 100mm thk
Class ST4 concrete on Class E concrete fill.

Shingle

Footpath and lamp columns moved

to suit standard parking aisle

Proposed layout Plan

30mm thk dense bitumen macadam 10mm size closely graded wearing course on
50mm thk dense bitumen macadam (20mm size) base course on

95mm thk dense bitumen macadam (28mm size) road base on

350mm thk (min) type 1 granular sub base.

Areas of sub-grade may require a strengthened sub base over. Refer to Clause R7.

Allow 450mm thk pfa stabilised Type 1 sub base instead of 350mm depth Type 1 sub base.

Falls of new construction to generally match existing gradients (approx. 1:50)
Contractor to determine final levels of the wearing course overlay and adjust
the levels of the new construction to allow adequate falls for drainage.

Gully and cover ironwork to be raised to suit new levels and the Contractor
shall also determine areas of planing of the existing surfacing adjacent to extg

Shingle

with 100mm thk Class ST4 concrete Class ST4 concrete with 100mm thk Class ST4 concrete kerb and backing to be removed. Extg kerbs and setts to be removed.
bed and backing, within extg footway bed and backing. bed and backing. Wearing and base courses laid over
Extg block paviors to be reused. to suit new car park level.
/ Edging and backing to be removed. \
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Extg car park construction . 5 Lt . Extg car park construction

Extg edging to remain where not
affecting new construction.

Cross Section 4 - 4 Showing Typical Details

New drainage channel.
Refer to Drainage drawing
for details.

NOTES

1. All dimensions in millimetres unless otherwise
shown and to be checked by the Contractor
prior to construction.

2. All levels in metres and relate to OS.BM. and
to be checked by the Contractor prior to
construction.

3. For Drainage Details, refer to Drawing No.
CP/P1/1/6.

4, The Layouts are produced from the Ordnance
Survey Base Plan and the positions of existing
and new details relies upon the accuracy of the
Base Plan and therefore must be checked on
site by the Contractor.

JS. o.s.a. denotes or similar approved.

6. New lighting columns, bollards and litter bkins to
be positioned S00mm behind carriageway foace of
new Kerb.

7. Promenade pedestrion area to be surfaced
with; 25mm thk 6mm size red bitumen macadam
wearing course on O0mm thk 20mm size dense
bitumen macadam base course on 130mm thk Type 1
granular sub base.
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